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Technical Specifications

Basis Weight 350g/m2

Thickness 19 mil

ISO Brightness 86%

Opacity 99%

Hot lamination Not recommended

Base Material 65% polyester
35% cotton

Surface finish Glossy

Core size 2"

Spindle 2"

Driver Settings

Printer Setting

Epson Stylus Pro 7500, 9500, Watercolor Paper Radiant White
7600, 9600, 10000, 10600

Epson Stylus Photo 2200 Watercolor Paper Radiant White

For future postings of ICC Profiles for this media,
visit the Drivers and Downloads page at: www.prographics.epson.com

Operating Specifications

Required temperature for optimum performance 68º - 77º F
20º - 25º C

Required humidity for optimum performance 40% -  60% RH

Epson Professional Media

PremierArt™ Water Resistant Canvas for Epson
For use with
Epson Stylus® Photo 2200 Epson Stylus Pro 9600

Epson Stylus Pro 75001 Epson Stylus Pro 100001

Epson Stylus Pro 7600 Epson Stylus Pro 106002

Epson Stylus Pro 95001

Product Information
Whether the application is photographic portraiture or fine art

reproduction, PremierArt™ Water Resistant Canvas for Epson will satisfy

even the most demanding professional by providing both the finest

image quality as well as a vehicle for enhanced artistic creativity. Made

by Premier Imaging Products, Inc. from a durable blend of 65% Polyester

and 35% Cotton, this unique heavyweight, quality canvas utilizes a tight

weave that is ideal for photographic and fine art reproductions. It offers

a high resolution coating that is pliable enough to withstand stretching

without sagging, and displays a subtle texture for a true artistic look and

feel. Combined with incredible color reproduction, PremierArt Water

Resistant Canvas for Epson provides a high gloss finish, instant dry

versatility, and water resistance to allow for all applications that require

the highest image quality and an archival display life. Like all innovative

media offered by Epson, this product is engineered to give you the

highest resolution and color saturation possible.

1  Archival ink version
2  Archival ink version and UltraChrome™ ink version

Made by Premier Imaging Products, Inc. for Epson America, Inc. Since all dyes, pigments and paper changes over time, neither Premier nor Epson warrants this product
against color changes and fading. Premier’s and Epson’s liability for any defects in manufacturing and packaging is limited to the replacement cost of the product.
Specifications are subject to change without notice. Epson and Epson Stylus are registered trademarks of Seiko Epson Corporation. Epson Archival and UltraChrome
are trademarks of Epson America, Inc. PremierArt is a trademark of Premier Imaging Products, Inc. © Copyright 2003 Epson America, Inc. CPD-17097R1 12/03 PDF

EPSON®

Feature Checklist
Feature Performance Additional Comments

Indoor/outdoor usage Indoor use only Although this canvas is water resistant, it is recommended to apply a
protective overcoat if not displayed behind glass.

Ink drying time Instant dry Ink is dry to the touch one hour after printing. However, it takes
24 hours before it cures and becomes durable.

Ability to stretch Excellent An additional canvas tightening spray can be applied to the
backside of the image.

Finishing Recommended PremierArt Print Shield Spray is especially designed for protecting ink jet
prints on this product. It will also provide increased lightfastness. See
www.wilhelm-research.com for details.

Ordering Specifications

Product Code Product UPC Code

SP91220 13" x 20' roll 0-10343-84942-6

SP91221 17" x 40' roll 0-10343-84944-0

SP91221-S 17" x 10' roll 0-10343-84986-0

SP91222 24" x 40' roll 0-10343-84944-0

SP91223 44" x 40' roll 0-10343-84945-7

Packaging Specifications (Individual Boxes)

Product Code Dimensions (L x W x H) Weight

SP91220 15.0" x 6.0" x 6.5" 3.5 lbs

SP91221 18.0" x 4.8" x 4.8" 5.5 lbs

SP91221-S 18.0" x 4.8" x 4.8" 2.1 lbs

SP91222 25.75" x 4.8" x 4.8" 7.8 lbs

SP91223 45.5" x 4.8" x 4.8" 13.4 lbs

Printed on Recycled Paper

Epson Professional Media

PremierArt™ Water Resistant Canvas for Epson

Features/Benefits
• Highest resolution canvas coating for outstanding reproductions

• Glossy surface for easy spraying

• Unique texture for true artist look

• Heavyweight for quality feel

• Cotton/Poly blend for increased durability

• Stretchable for framing

Epson America, Inc.
3840 Kilroy Airport Way, Long Beach, CA 90806

Epson Canada, Ltd.
3771 Victoria Park Avenue, Toronto, Ontario M1W 3Z5

SP91220

13" x 20'  
330mm x 6.1m   

350 g/m2  
19 mil    

PROFESSIONAL MEDIAPROFESSIONAL MEDIA

For digital fine art 
and photography 

• Instant dry

• Water resistant

• Glossy

1
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PremierArt™  
Water Resistant Canvas 
For Epson

for use with: 
Epson Stylus Photo 2200
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