
Professional Media Fact Sheet

Epson Professional Media

UltraSmooth Fine Art Paper
For use with
Epson Stylus® Photo 2200 Epson Stylus Pro 9500

Epson Stylus Pro 4000 Epson Stylus Pro 9600

Epson Stylus Pro 7500 Epson Stylus Pro 10000

Epson Stylus Pro 7600 Epson Stylus Pro 10600

Product Information
Artists and professional photographers require true archival print media1

in a variety of weights and surface textures for their digital fine art and

photography. Now Epson brings you an acid free,100% cotton hot

press paper that is coated on both sides for extra versatility.2 This cylinder

mould-made product features an ultra smooth finish on two sides that

is optimized for Epson UltraChrome,™ and Epson Archival™ Ink.1 Offered

in a variety of sizes and formats, this fine art paper is not only acid,

lignin, and chlorine free, it is also pH buffered with calcium carbonate

for a true archival sheet.

Like all Epson’s innovative media, this paper is engineered to give you

the highest resolution and color saturation possible. As always, Epson

supplies guarantee Epson quality.

1 For long term display, Epson recommends its UltraChrome ink or Epson Archival ink.
2 Cut-sheet is coated on two sides; roll version is single-sided.
3 Ink lightfastness rating, based on accelerated testing of prints on specialty media,

displayed indoors, under glass. Actual print stability will vary according to media,
printed image, display conditions, light intensity, humidity, and atmospheric conditions.
Epson does not guarantee longevity of prints. For maximum print life, display all prints
under glass or lamination or properly store them. Visit www.wilhelm-research.com for
the latest information.

EPSON®

Feature Checklist
Feature Performance Additional Comments

Acid, lignin, and chlorine free, buffered Preservation of fine art and photos True archival quality

100% cotton rag Long term durability Fine art look and feel

Two sided coating (sheets) Added versatility for presentation or portfolio Perfect for portfolio work

Hot press, ultra smooth finish Flat matte for sharp details and accurate reproduction Mould–made

Natural white surface High contrast No optical brightening agents (OBA)

Dries instantly Easy handling with Epson Inks Less susceptible to scuffing

Features/Benefits
• 100% cotton hot press for long term durability

• Acid free and pH buffered to preserve fine art and photos

• Two sided coating on sheets for added versatility and value

• Natural white, ultra smooth surface for incredible detail and
accurate reproduction

• Outstanding D-Max for prints with exceptional contrast

• Multiple weights, sizes, and formats for any fine art application

• Dries instantly for easy handling with Epson inks

• Over 100 years lightfastness3 with Epson UltraChrome Ink

SP91212

PROFESSIONAL PAPERPROFESSIONAL PAPER

36" x 44"  
914mm x 1118mm   

500 g/m2  
29 mil    

10
SHEETS

For digital fine art and photography 

• 100% cotton, acid free, mould-made

• Natural white base

• Buffered

• Double sided

UltraSmooth 
Fine Art Paper

SP91206-S

17" x 7'  
610mm x 3m   

250 g/m2  
15 mil    

PROFESSIONAL PAPERPROFESSIONAL PAPER

For digital fine art 
and photography 

• 100% cotton, acid free,  
   mould-made

• Natural white base

• Buffered

1
ROLL

UltraSmooth  
Fine Art Paper



Professional Media Fact Sheet

Technical Specifications

Roll Sheets Sheets

Basis Weights 250g/m2 325g/m2 500 g/m2

Thickness 15 mil 21 mil 30 mil

ISO Brightness 90% 90% 90%

Opacity 98% 98% 98%

Base Material 100% 100% 100%
cotton rag cotton rag cotton rag

Surface finish ultra smooth ultra smooth ultra smooth
hot press hot press hot press

Core size (rolls) 3" N/A N/A

Spindle (rolls) 3" high tension N/A N/A

Driver Settings

For the following printers, ICC Profiles are posted at the Drivers and
Downloads page at: www.prographics.epson.com
- Epson Stylus Pro 7500/9500/10000ARC/10600ARC
- Epson Stylus Pro 4000/7600/9600/10600 UltraChrome Ink (Matte Black)
- Epson Stylus Photo 2200 (Matte Black)

For the following printers select Watercolor Paper-Radiant White
- Epson Stylus Pro 4000/7600/9600/10600 UltraChrome Ink (Photo Black)

Operating Specifications

Required temperature for optimum performance 59º - 77º F
15º - 25º C

Required humidity for optimum performance 40% -  60% RH
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Specifications are subject to change without notice. Epson and Epson Stylus are registered trademarks of Seiko Epson Corporation. UltraChrome and
Epson Archival are trademarks of Epson America, Inc. All other products and brand names are registered trademarks of their respective companies.
Epson disclaims any and all rights in these marks. Copyright 2003 Epson America, Inc. CPD-15998 5K 11/03 WP
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Ordering Specifications

Product Code Product UPC Code

250g/m2 (Single Sided)

S041782-S 17" x 7' roll 0-10343-84933-4

S041782 24" x 50' roll 0-10343-84932-7

S041783 44" x 50' roll 0-10343-84934-1

325g/m2 (Two Sided)

SP91209 13" x 19" (25 sheets) 0-10343-84937-2*

SP91210 17" x 22" (25 sheets) 0-10343-84933-4*

500g/m2 (Two Sided)

SP91211-S 24" x 30" (3 sheets) 0-10343-84939-6

SP91211 24" x 30" (20 sheets) 0-10343-84938-9

SP91212 36" x 44" (10 sheets) 0-10343-84940-2*

SP91213 44" x 60" (10 sheets) 0-10343-84941-9*

* Expected to be available Spring 2004

Printed on Recycled Paper

Epson Professional Media

UltraSmooth Fine Art Paper

Epson America, Inc.
3840 Kilroy Airport Way, Long Beach, CA 90806

Epson Canada, Ltd.
3771 Victoria Park Avenue, Toronto, Ontario M1W 3Z5


